








POWER RAIL™ Mounting Attachments — P4, P6 and P8

Power Post” Stanchions

Power Posts offer high-strength solid aluminum construction and may be used
with flashing cones or with built-up roofs.

<— 5/16" Hardware

Weight
Per Unit
Part # Description Diameter (Ibs.) Price
PP3 3" Power Post 1.31" 0.55 18.90
PP4 4" Power Post 1.31" 0.67 19.43 \
PP5 5" Power Post 1.31" 0.81 19.95 5/16" Clearance Holes
PP6 6" Power Post 1.31" 0.94 20.48
PP7 7" Power Post 1.31" 1.1 21.00

Easy Power Post™ Stanchions

Easy Power Posts mount directly to the roof deck. Sealing butyl mastic
backing and PHEinox™ RSS screws are included.

Weight
Per Unit
Description Diameter (Ibs.) Price <«—— 5/16" Hardware
EP3 3" Easy Post 1.31" 0.82 23.63
EP4 4" Easy Post 1.31" 0.94 24.15
EP5 5" Easy Post 1.31" 1.08 24.68
EP6 6" Easy Post 1.31" 1.21 25.20
EP7 7" Easy Post 1.31" 1.37 25.73
Butyl Mastic, Roof
Screws and Neoprene
Washers Included
(800) 260.3792 preformed.com
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POWER RAIL™ Mounting Attachments — P4, P6 and P8

Super Post™ Stanchions™

Super Posts offer high-strength solid aluminum construction for larger arrays
and higher roof clearance.

¥ ¢———1/2" Hardware

Part # Description Diameter

SP7 Moz;tsi:girost 1.82" 19 36.23
SP8 Moi'nﬁ:g‘lfost 172" 19 37.80
SPY Moi'nﬁ:g‘lfost 161" 2.1 39.38
SP10 M;S;t%pggst 151" 23 40.95

*Only for use with P14 L Feet.

5/16" Clearance Holes

Corrugated Roof Mounts

The CMB offers high-strength solid aluminum and provides a mounting bridge over the peak of a metal
corrugated roof keeping the penetration above the water diverting valleys. Includes Butyl Mastic, L-Foot
not included.

3/8" Clearance Hole

Includes Butyl Mastic,
"L" Foot Ordered Separately

Description

Mounting Bridge to Span Peaks of

CEE Corrugated Metal Roofs

11.55

Note: Not all corrugated metal roofs are the same. Please contact Preformed Line
Products to design mounting bridges that are specific to your application. Provide
"X"and "Y" Dimensions for your roof. Pricing subject to change.

"L" Foot not included.

(800) 260.3792 preformed.com
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POWER RAIL™ Mounting Attachments — P4, P6 and P8

POWER RAIL" Splice Plate Kits

The POWER RAIL Splice Kits are made from high-strength
aluminum. Includes hardware.

Splice Plates
Weight
Per Unit
Description (Ibs.) Price
P4-SPK Splice Plate for P4 0.20 578
Two Hole
P4-aHspK | SPiice Plate for P4 0.40 13.65
Four Hole
5/16"
Hardware
. Included
P6-SPK Splice Plate for P6 0.20 6.83
Two Hole
P6-4HSPK Sples [FE i Fe 0.40 13.65
Four Hole
P8-SPK Splice Plate for P8 0.55 7.88
P14-SPK Splice Plate for P14 1.00 21.00 |
XD-SPK Splice Plate Set for XD 0.20 12.08
Splice Plate
UD-SPK Set for UD 0.60 13.65
LD-SPK Splice Plate Set for LD 0.37 15.75 o
(Each kit includes 2
splice plates with self-
MD-SPK Splice Plate Set for MD 0.40 18.38 tapping screws)
XD, UD, LD, and MD Splice Plates
(800) 260.3792 preformed.com

14



POWER RAIL™ Mounting Attachments — P4, P6 and P8

POWER RAIL™ PV Flash

POWER RAIL PV Flash includes one universal slotted
compression block, and one 8" x 12" flashing in matte, black
color. L-Foot ordered separately.

b a

Ship.ping Non-
Weight Discountable

Attachment Per Unit Price :
Hardware (Ibs.) Qty.

516" x 6" 10-49 14.70
PFU* X 0.80 50-99 13.65

hangerbolt

100+ 12.08
Stainless Steel 10-49 16.80 -
PVU* Base Plate and 1.00 50-99 15.75 I l PVU
3" Fasteners 100+ 14.18 é
*MUST order in quantities of 10.
(800) 260.3792 preformed.com
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POWER RAIL™Tilt Kits

Low Profile Tilt Kits — One High Portrait Mounting

The all aluminum Low Profile Tilt Kits mount a set of POWER RAIL extrusions (sold separately) at the tilt
angle specified. Tilt kits are designed for portrait module mounting and aid in increasing energy production.

P6 Low-Profile Tilt Kits

Weight
Per Unit .
Description (Ibs.)
Low Profile P6
P6-OP15 15° tilt kit 6.5 81.90
Low Profile P6
P6-OP25 25° tilt kit 7.0 8750
Low Profile P6
P6-OP35 35° tilt kit 75 92.40
Low Profile P6
P6-OP45 45° tilt kit 8.0 97.65

P6 Low-Profile Tilt Kit
Includes Strong Back, Fixed Leg, Mounting Feet,
Rail Brackets, and Hardware.

P6 POWER RAIL Extrusions ordered separately.

P8 Low-Profile Tilt Kits

Weight e—
Per Unit
Description (Ibs.) Price
Low Profile P8
P8-OP15 15 tilt kit 75 102.90
Low Profile P8
P8-OP25 25° tilt kit 8.0 108.15
Low Profile P8
P8-OP35 35° it kit 8.5 113.40
Low Profile P8
P8-OP45 45° tilt kit 9.0 118.65
P8 Low-Profile Tilt Kit
Includes Strong Back, Fixed Leg, Mounting Feet,
Rail Brackets, and Hardware.
P8 POWER RAIL Extrusions ordered separately.
(800) 260.3792 preformed.com
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POWER RAIL™ Tilt Kits

Two-Tier Tilt Kits — Two High Portrait Mounting

The all aluminum Two-Tier Tilt Kits mount two sets of POWER RAIL extrusions (sold separately) at the tilt
angle specified. Tilt kits are designed for portrait module mounting and aid in increasing energy production.

60 Cell Modules

Weight
Per Unit S
Description (Ibs.) Price
Two-Tier 15° tilt kit
P14-OP15-60 60 Cell Module 28.12 170.10
Two-Tier 25° tilt kit
P14-OP25-60 60 Cell Module 29.44 17745
Two-Tier 35° tilt kit
P14-OP35-60 60 Cell Module 30.75 184.80
Two-Tier 45° tilt kit
P14-OP45-60 60 Cell Module 32.03 192.15

Two-Tier Tilt Kit
Includes Strong Back, Fixed Leg, Mounting Feet,
Rail Brackets, and Hardware.

P8 POWER RAIL Extrusions ordered separately.

72 Cell Modules

Weight
Per Unit
Description (Ibs.) Price
Two-Tier 15 tilt kit
P14-OP15-72 79 Cell Module 32.53 228.90 TS
Two-Tier 25° tilt kit
P14-OP25-72 72 Cell Module 34.38 236.25

Two-Tier 35° tilt kit
P14-OP35-72 72 Cell Module 35.89 243.60

Two-Tier 45° tilt kit
P14-OP45-72 72 Cell Module 37.36 250.95

Two-Tier Tilt Kit
Includes Strong Back, Fixed Leg, Mounting Feet, Ralil
Brackets, and Hardware.

P8 POWER RAIL Extrusions ordered separately. Cross
Bracing is required. See Assembly Instructions.

(800) 260.3792 preformed.com
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POWER RAIL™ Module Clamps

Pre-Assembled Module Clamps with RAD™ Hardware

Module Clamps are Type 304 stainless steel for higher yield strength and durability. Pre-assembled module

clamps feature no loose parts and a spacer that keeps free standing clamps in place for a quicker

module installation. Patent Pending.

Pre-Assembled End Clamp with RAD Bolt Hardware

Weight
Per Coated | Black
Hardware / Unit or SS | Finish
Finish Description (Ibs.) Price Price
PA-EC{ ]-RAD Coated Pre-Assembled
Module End
PA- EC-[ |-RAD-SS| Stainless Steel Clamp 0.15 5.36 6.70
w/RAD
PA-EC-[_]-RAD-B Black Hardware

Note: Replace

with module depth from the Solar Module Specification Sheet.

Example: PA-EC-46-RAD end clamp for Sharp NU-U240F1 modules

Pre-Assembled AMP™ Mid Clamp with RAD Bolt Hardware
The AMP Clamp eliminates the need for a seperate bonding washer.

Weight
Hardware / Per Unit
Finish Description (Ibs.)
PA-GMC-28-33-RAD Coated Pre-Assembled
Module Mid
PA-GMC-28-33-RAD-SS| Stainless Steel Clamp
for 28-33 mm
PA-GMC-28-33-RAD-B Black Thick Frame
PA-GMC-34-39-RAD Coated Module Mid
. Clamp
PA-GMC-34-39-RAD-SS| Stainless Steel for 34-39 mm
PA-GMC-34-39-RAD-B Black Thick Frame
PA-GMC-40-46-RAD Coated Module Mid
} AOAR. _ ; Clamp .08
PA-GMC-40-46-RAD-SS| Stainless Steel for 40-46 mm
PA-GMC-40-46-RAD-B Black Thick Frame
PA-GMC-47-52-RAD Coated Module Mid
. Clamp
PA-GMC-47-52-RAD-SS | Stainless Steel for 47-52 mm
PA-GMC-47-52-RAD-B Black Thick Frame
PA-GMC-53-59-RAD Coated Module Mid
PA-GMC-53-59-RAD-SS| Stainless Steel Clamp
for 53-59 mm
PA-GMC-53-59-RAD-B Black Thick Frame

Coated | Black
or SS | Finish
Price Price
4.10 5.12
4.10 5.12
4.10 5.12
4.10 5.12
4.10 5.12

(800) 260.3792
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Pre-Assembled
End Clamp
w/RAD Bolt

Pre-Assembled
AMP Mid Clamp
w/RAD Bolt
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POWER RAIL™ Module Clamps

Pre-Assembled Purlin Through Hole Clamps

Purlin Through Hole clamps are Type 304 Stainless steel for higher strength and durability. The clamp allows for direct
PV module mounting to purlins and other structural members. The patent pending Pre-assembled clamps eliminate

handling small parts on the job site and provide for a faster installation.

End Clamp with Carriage Bolt Hardware

Weight | Coated | Black
Per Unit | or SS | Finish

Description (Ibs.) Price | Price
PA-EC-[ _|-PT Module End
Clamp
PA-EC-[  |-PT-SS w/Carriage 0.15 5.60 6.99
Bolt
PA-EC- |-PT-B Hardware

FOR ORDERING SPECIFY: Standard Coated Finish (-PT suffix), Black Finish (-B suffix),
Stainless Steel Finish (-SS suffix)

Note: Replacel:|with module depth in millimeters from the Solar Module Specification Sheet.
Example: PA-EC-46-PT end clamp for Sharp NU-U240F1 modules

Mid Clamp with Carriage Bolt Hardware

Weight |Coated | Black
Per Unit | or SS | Finish

Description (Ibs.) Price | Price

PAW-MC-28-33-PT

Module Mid Clamp
PAW-MC-28-33-PT-SS for 28-33 mm Thick Frame 4.99 6.24

PAW-MC-28-33-PT-B

PAW-MC-34-39-PT

Module Mid Clamp
PAW-MC-34-39-PT-SS b SU L e T [ e 4.99 6.24
PAW-MC-34-39-PT-B

PAW-MC-40-46-PT

MOAOARDT Module Mid Clamp .08
PAW-MC-40-46-PT-SS for 40-46 mm Thick Frame 4.99 6.24
PAW-MC-40-46-PT-B

PAW-MC-47-52-PT
PAW-MC-47-52-PT-SS
PAW-MC-47-52-PT-B

Module Mid Clamp

for 47-52 mm Thick Frame 4.99 6.24

PAW-MC-53-59-PT

-MC-53-59-PT- Module Mid Clamp
PAW-MC-53-59-PT-SS for 53-59 mm Thick Frame 4.99 6.24
PAW-MC-53-59-PT-B

FOR ORDERING SPECIFY: Standard Coated Finish (-PT suffix), Black Finish (-B suffix),
Stainless Steel Finish (-SS suffix)

(800) 260.3792

End Clamp
w/Carriage Bolt

Mid Clamp
w/Carriage Bolt

preformed.com
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POWER RAIL™ Module Clamps

Universal End Clamp

Universal End Clamps are Type 304 Stainless steel for higher strength and durability. The clamps secure a wide range

of PV module frames and reduce SKUs

Universal End Clamp - Flange Mount — Bottom Access
Weight

Description Per Unit (Ibs.) Price
Universal End Clamp w/Set
P6-ECU Bolt for P6 0.15 8.40
Universal End Clamp w/Set
P8-ECU Bolt for P8 0.25 9.45

Pre-Assembled Module Clamps with WEEB Grounding

The patent pending, pre-assembled clamps eliminate handling small parts on the job site and provide for a faster
installation. Includes grounding washer for penetrating and bonding PV modules to anodized or coated mounting rails.

Pre-Assembled Mid Clamp with RAD™ Bolt Hardware and WEEB-DPR

Weight Coated | Black
Per Unit Hardware / or SS Finish
Description (Ibs.) Finish Price Price
PAW-MC-28-33-RAD Coated
Pre-AssgambIed Module
PAW-MC-28-33-RAD-SS Mid Clamp .08 Stainless Steel | 7.61 9.06
for 28-33 mm Thick Frame
PAW-MC-28-33-RAD-B Black
PAW-MC-34-39-RAD Coated
PAW-MC-34-39-RAD-SS | ;.. Module Mid Clamp 08 Stainless Steel | 761 | 9.06
Wbmoa-o9-RAL- for 34-39 mm Thick Frame : ainiess otee : :
PAW-MC-34-39-RAD-B Black
PAW-MC-40-46-RAD Coated
MOAOAR. i Module Mid Clamp ;
PAW-MC-40-46-RAD-SS for 40-46 mm Thick Frame .08 Stainless Steel 7.61 9.06
PAW-MC-40-46-RAD-B Black
PAW-MC-47-52-RAD Coated
Module Mid Clamp .
PAW-MC-47-52-RAD-SS ot AEG) i Tl e PRl .08 Stainless Steel 7.61 9.06
PAW-MC-47-52-RAD-B Black
PAW-MC-53-59-RAD Coated
PAW-MC-53-59-RAD-SS |, Module Mid Clamp 08 Stainless Steel | 761 | 9.06
for 53-59 mm Thick Frame : ) :
PAW-MC-53-59-RAD-B Black

Note: Pre-assembled Mid Clamps provide for a 3/8" gap between modules.

(800) 260.3792
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Pre-Assembled
Mid Clamp
w/RAD Bolt
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POWER RAIL ™ Accessories

Grounding Hardware

<>
Weight ~ Non- ) WEEB-DPF Module
Per Unit Discountable < . Grounding Clip
Description (Ibs.) | Quantity Price <
10-99 1.58
Module Grounding =
WEEB-DPF* ; .003 | 100-999 1.16
Clip {0 )5 weeB1s
1000+ 95 ,a.//
. 10-99 1.58
WEEB-11.5* S HED 003 | 100-999 | 1.16
Grounding Clip
1000+ 95
_ , 10-99 5.93
WEEBL-8.0-KIT* | Rail Grounding Lug 0.19
100+ 4.88
WEEB Rail Grounding Lug
WEEB-8.0-RBJ- Rail Bonding 10-99 8.19
. 0.1
KIT Jumper 100+ 6.77
10-99 55
ACC-PV* ACMECP”\:) Cable | 4006 [ 100999 | 43 _
1000+ 35 ‘ 3
ACME - 2 Cabl 102 55 = =
ACC* Ciy | 0006 [100-999 [ .43 = —=3
1000+ 35 = I
NOTE: Cable Clips snugly hold 1 or 2 designated cables. , <

*MUST order in quantities of 10
Rail Bonding Jumper

FOR ORDERING SPECIFY: Standard Coated Finish (-PT suffix), Black Finish (-B suffix), -
Stainless Steel Finish (-SS suffix)

ACME PV Cable Clip

\%g ACME-2 Cable Clip

Weight
Hardware / Per Unit
Finish Description (Ibs.)
B Coated
oate 5/16" x 3/4" 008 s
Turn Bolt w/ FI Nut - . [
TB-SS Stainless Steel urn Bolt wiFlange Nu |
TB-1 Coated

5/16" x 1"
Turn Bolt w/ Flange Nut 0.06 L&Y

TB-1-SS Stainless Steel

(800) 260.3792 preformed.com
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POWER RAIL™ Accessories

Wire Management Clips

Wire management clips are made from stainless steel and secure cables to PV modules and mounting rails to simplify
wire management.

Weight
Per Unit
Description (Ibs.)
XD-WC XD Wire Management Clip 0.05 2.10
UD-WC UD Wire Management Clip 0.07 2.47 XD/UD/MD/LD Clip
LD-WC LD Wire Management Clip 0.076 2.63
MD-WC MD Wire Management Clip 0.099 2.78
(800) 260.3792

preformed.com
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POWER DISK™

POWER DISK™

The POWER DISK is the professional grade choice for mounting PV Modules on residential roofs. Featuring a rail-less
design, easier height adjustment, and integrated grounding. The POWER DISK mounts directly over metal or composite
shingles into roof decking and does not require attachment to a roof structural member. Sealing butyl mastic and specialty

screws or lags are included.

POWER DISK with Screws —
Mounts directly to roof decking anywhere

Part # Description
PD-S POWER DISK with Roof Deck Screws
PD-SB POWER DISK with Roof Deck Screws, Black
POWER DISK with Flashing,
PDF-SH
S Roof Deck Screws, Portrait Mounting
PDF-SV POWER DISK with Flashing,
Roof Deck Screws, Landscape Mounting Black version now
available
PDE-SHB POWER DISK with Flashllng, Roqf Deck Screws,
Black, Portrait Mounting
5 POWER DISK with Flashing, Roof Deck Screws, All catalog numbers are ordered and
PDF-SVB Black, Landscape Mounting packaged in quantities of 10 per carton.
- POWER TRIM Black Skirt, 59.5", includes Roof Deck Screws are 1-1/2" long, Lag
mounting fasteners Screws are 2-1/2 |Ong.

Select PDF-SV for landscape mounting,
rafter attachment with flashing.

POWER DISK with Lag Bolts —
Mounts directly to roof structural member

Part # Description
PD-L POWER DISK with Lags
PD-LB POWER DISK with Lags, Black
PDF-L POWER DISK with Flashing, Lags
Flashing option shown — mounting screws included
PDF-LB POWER DISK with Flashing, Lags, Black
b7 POWER TRIM Black Skirt, 59.5", includes
mounting fasteners
POWER TRIM Black Skirt — mounting screws included
(800) 260.3792 preformed.com
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POWER DISK™

POWER DISK™

POWER DISK Accessories

_— Frame .
Description Thickness Finish
CS-49-51 POWER DISK Perimeter Clamp Spacer| 49 -51 mm Mill
CS-46-48 POWER DISK Perimeter Clamp Spacer| 46 - 48 mm Mill Spacer
(used on Southern and

CS-43-45 POWER DISK Perimeter Clamp Spacer| 43 -45 mm Mill Northern rows only)
CS-40-42 POWER DISK Perimeter Clamp Spacer| 40 - 42 mm Mill
CS-37-39 POWER DISK Perimeter Clamp Spacer| 37 - 39 mm Mill "~
CS-34-36 POWER DISK Perimeter Clamp Spacer| 34 - 36 mm Mill ~
CS-31-33 POWER DISK Perimeter Clamp Spacer| 31-33 mm Mill Module Spacing Jig . A
5802326 Module Spacing Jig Grounding Lug

and turn bolt

(optional) —\

WEEBL-8.0 -KIT-SS Ground lug and turn bolt Mg
(800) 260.3792 preformed.com
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