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Be sure to read and completely understand this procedure before applying product.  
Be sure to select the proper size PREFORMED™ product before application.
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Step #1 Spread the vertical uprights of the BIRD 
PERCH DETERRENT to position them 
around the crossarm.

Step #2 Keeping the uprights of the BIRD 
PERCH DETERRENT apart, position 
the unit so that the hooks are over the 
top of the crossarm.
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Step #5

Step #6 Wrap the helical upright of the second 
deterrent around the straight upright of 
the first deterrent. Ensure that the bottom 
helical wrap is installed properly.

Slide the second deterrent to position 
it next to the first, placing the helical 
upright behind the straight upright of 
the first unit.

Step #4 Approximately 12" (30.5 cm) away from 
the first deterrent, repeat steps 1-3 for the 
second deterrent. 

Step #3 Rotate the BIRD PERCH DETERRENT 
90° clockwise and position the diverter 
where desired. Ensure that the hooks 
are positioned on either side of the 
crossarm.
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Repeat the above steps until the 
desired coverage is achieved. Two Bird 
Perch Deterrents cover approximately 
15.8" (40.1 cm) and are approximately 
14.25" (36.2 cm) high.

If additional security is needed, cable 
ties can be attached to the first and/
or last BIRD PERCH DETERRENT as 
shown below.

Step #7

Step #8

Step #9Continue wrapping the helical leg until it is 
completely installed.

15.8" (40.1 cm)
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 SaFEty cONSiDERatiONS

 This application procedure is not intended to supersede any company construction or safety standards. This procedure  
 is offered only to illustrate safe application for the individual. FailURE tO FOllOw thESE PROcEDURES May  
 RESUlt iN PERSONal iNJURy OR DEath.

 This product may be removed and reinstalled during the initial installation if it is in good condition. After extended service  
 life, it is recommended the product not be reused once removed from service. 

 Do not modify this product under any circumstances.

 This product is intended for use by trained technicians only. this product should not be used by anyone  
 who is not familiar with, and not trained to use it.

 When working in the area of energized lines, extra care should be taken to prevent accidental electrical contact.

 For proper performance and personal safety, be sure to select the proper size PREFORMED product before application.

 PREFORMED products are precision devices. To insure proper performance, they should be stored in cartons under   
 cover and handled carefully.


